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all of the applicable requirements of
this subpart have been met.

(a) If possible, the vessel’s means of
access shall be located so that sus-
pended loads do not pass over it. In any
event, suspended loads shall not be
passed over the means of access while
employees or others are on it.

(b) When the upper end of the means
of access rests on or is flush with the
top of the bulwark, substantial steps,
properly secured, trimmed and
equipped with at least one substantial
handrail, 33 inches (.84 m) in height,
shall be provided between the top of
the bulwark and the deck.

(c) The means of access shall be illu-
minated for its full length in accord-
ance with §1918.92.2

§1918.22 Gangways.

(a) Whenever practicable, a gangway
of not less than 20 inches (.51 m) in
width, of adequate strength, main-
tained in safe repair and safely secured
shall be used. If a gangway is not prac-
ticable, a straight ladder meeting the
requirements of §1918.24 that extends
at least 36 inches (.91 m) above the
upper landing surface and is secured
against shifting or slipping shall be
provided. When conditions are such
that neither a gangway nor straight
ladder can be used, a Jacob’s ladder
meeting the requirements of §1918.23
may be used.

(b) Each side of the gangway, and the
turntable, if used, shall have a hand
rail with a minimum height of 33
inches (.84 m) measured perpendicu-
larly from rail to walking surfaces at
the stanchion, with a midrail. Rails
shall be of wood, pipe, chain, wire, rope
or materials of equivalent strength and
shall be Kkept taut always. Portable
stanchions supporting railings shall be
supported or secured to prevent acci-
dental dislodgement.

(c) The gangway shall be kept prop-
erly trimmed.

(d) When a fixed flat tread accommo-
dation ladder is used, and the angle is
low enough to require employees to
walk on the edge of the treads, cleated

2§1918.92 requires, along with other re-

quirements, an average light intensity of
five foot-candles (54 lux).

§1918.23

duckboards shall be laid over and se-
cured to the ladder.

(e) When the gangway overhangs the
water so that there is danger of em-
ployees falling between the ship and
the dock, a net or suitable protection
shall be provided to prevent employees
from receiving serious injury from falls
to a lower level.

(f) If the foot of a gangway is more
than one foot (.30 m) away from the
edge of the apron, the space between
them shall be bridged by a firm walk-
way equipped with a hand rail with a
minimum height of approximately 33
inches (.84 m) with midrails on both
sides.

(g) Gangways shall be kept clear of
supporting bridles and other obstruc-
tions, to provide unobstructed passage.
If, because of design, the gangway bri-
dle cannot be moved to provide unob-
structed passage, then the hazard shall
be properly marked to alert employees
of the danger.

(h) Obstructions shall not be laid on
or across the gangway.

(i) Handrails and walking surfaces of
gangways shall be maintained in a safe
condition to prevent employees from
slipping or falling.

(j) Gangways on vessels inspected and
certificated by the U.S. Coast Guard
are deemed to meet the requirements
of this section.

§1918.23 Jacob’s ladders.

(a) Jacob’s ladders shall be of the
double rung or flat tread type. They
shall be well maintained and properly
secured.

(b) A Jacob’s ladder shall either hang
without slack from its lashings or be
pulled up entirely.

(c) When a Jacob’s ladder is used as
the means of access to a barge being
worked, spacers (bumpers) shall be
hung between the vessel, barge, or
other structure to which the barge is
tied alongside, or other equally effec-
tive means shall be provided to prevent
damage to the bottom rungs of the lad-
der.

(d) When a Jacob’s ladder is being
used so that there is a danger of an em-
ployee falling or being crushed between
the vessel, barge, or other structure
(pier), suitable protection shall be pro-
vided.
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